
 

Synthetic lubricant for different types of valves 
 

Advantages and benefits: 
 

This Grease (Px3/506) is a synthetic base lubricant and sealant designed for use in gate valves as well as in ball and 
plug valves. Its synthetic base resists washout by crude oil, distillates or other petroleum hydrocarbons. PX3/506 provides 
corrosion protection as well as extreme pressure lubrication to WKM type and other oilfield and pipeline valves. 
 

Applications: 
 

PX3/506 can be used to purge and lubricate valves after hydrostatic testing. It can be used in aliphatic hydrocarbons, 
crude distillates, crude oil, diesel fuel, hydrocarbon liquids, kerosene, LPG, lubricating oils and natural gas. 
Px3/506 will service temperatures from -20 °F to +275 °F and can be applied by injection with a standard high-pressure 
grease gun. 
 

Other properties: 
 

 High temperature rated 
 Excellent adhesion 
 Resist washout 
 Non-drying 
 Resist washout by crude oil, distillates or petroleum hydrocarbons. 

 

Technical data: 
 

Color White 

Consistency Extremely Tacky 

Base oil Synthetic 

Penetration Worked (ASTM 216) 265 - 295 

NLGI Grade 2 

Base oil type Synthetic 

Flash Point 506 °C 

Specific Gravity @ 77 °F 1.2 

Density 10 Lbs./Gal. 

Washout Resistant Yes 

High Temp Rated Yes 

Service temperatures -20°F to +275°F 

 
 

 
 
 
 
 
 
 
 

PX3 LUBRICATION 

 

 

PX3 - 506 

 

Lubricants are our specialty. PX3 
lubrication” has more than 10 
years experience of manufacturing 
and supplying lubricants in Iran. 

 
PX3 lubrication” is one of the most 
trusted brands in Iran along with 
world’s latest technology has 
steady efforts in progressing and 

innovation. 
 

PX3 LUBRICATION - IRAN 

 
 Phone :  (+98)  8645283020  
 Phone :  (+98)  9194365681  
 Phone :  (+98)  9125343599  
 
 Fax :      (+98)  8645283020  
 
 Email :  petro lubs@gmai l .com  
 

 

PX3 LUBRICATION - EU 

 

 Phone :  (+36)  30  7935015 
 
 Email :  info@px3lube.com 
 

 
 

 
 

 
 
 

 
 

 

www.px3lube.com 
 

 


