
 

 

Anhydrous Calcium Grease with Polymer 

Water Resistant, Anti-Wear, High Adhesiveness 

Description: 

PX3-1000 CA is anhydrous calcium grease based on mineral oil and special polymer. PX3-1000 CA provides 
excellent water resistance and stickiness to surfaces as well as very good anti-wear properties. 
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Typical Applications: 

 Construction equipment 

 Heavy duty off-road applications such as 
excavators, wheel loaders, etc 

 Forestry and agricultural equipment 

 Low to medium speed plain and rolling 
bearings 
 

 

Performance & Features: 

 Good high temperature performance up to 
120°C 

 Excellent  wear and corrosion protection 

 Extremely water resistant 

 Excellent mechanical stability 

 High Adhesiveness  

 Economic 

 

Properties: 

 
 

Specifications Methods Unit PX3-1000 CA 2 PX3-1000 CA 3 

Base oil type   Mineral oil + Polymer Mineral oil + Polymer 

Base oil viscosity @ 40 °C ASTM D 445 cSt (mm²/s) 1000 1000 

Thickener type   Anhydrous Calcium Anhydrous Calcium 

Dropping point ASTM D566 °C >=145 >=145 

NLGI Consistency  NLGI- class 2 3 

Worked penetration ASTM D217 mm/10 265 – 295 220 – 250 

Four Ball Weld Load ASTM D 2596 Kgf >=200 >=200 

Operating Temperature Range -20 °C to + 120 °C  -20 °C to + 120 °C  

Colour  Brown Brown 

 

    


